
FLEXIBILITY AND 
PERFORMANCE
1,600 - 3,500 KG CAPACITY
3-WHEEL / 4-WHEEL ELECTRIC LIFT TRUCKS



Material Handling Made Simple
Everything you need and nothing you don’t. You can depend on these versatile forklifts to get the job 

done. Without fuss, frills or unnecessary features. Designed for light or medium duty applications, both outdoor and indoor, 

they’re reliable, robust and economical to operate. Just as you would expect from any Cat lift truck.  

ADVANTAGES TO YOU:
• �For critical tasks demanding 100% in terms of 

performance, productivity and efficiency. Jobs where 
anything less can seriously affect your business.

• �Our EQ line entry-level products. For everyday jobs that 
simply require a dependable forklift. Less intensive 
applications with occasional or light use.

KEY INDUSTRIES:
• Food & Beverage
• Warehousing & Distribution
• Retail & Big Box
• Agriculture
• Logistics & 3PL

MAJOR CONTROL,  

MAJOR  
EFFICIENCY 
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ENTRY-LEVEL PRODUCTS  
FIRST-CLASS QUALITY
Our EQ line forklifts have everything you need to do the job, in a simple, 
straightforward package. Like all Cat lift trucks products, their qualities include 
sturdy construction, easy maintenance, energy efficiency, robust performance,  
user-friendly design, and safety.

What’s more, they’re marked with the Cat Lift Trucks brand. This symbol of quality, 
dependability and performance gives total confidence. And, of course, they’re 
backed by great service and support from our dealer network.
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LOWER COST OF OWNERSHIP
•	� Li-ion batteries give maximum lifespan, energy efficiency 

and runtime, with no need for battery swaps, water 
top-ups or other maintenance.

• Easy servicing saves on time and cost.

• �Robust construction ensures reliable operation with 
minimal servicing and repair needs.

• �Effective sealing protects key components against water-
related damage.

• �Front and rear super elastic tires offer a long service life, 
while protecting other components against vibration-
related wear thanks to their excellent shock absorption.

• �Cold store modification option (down to -18°C) helps to 
prevent damage and helps maintain efficiency in extremely 
low temperatures.

UNMATCHED PRODUCTIVITY
•	� Li-ion technology saves time with fast onboard charging, 

including opportunity charging, so battery exchanges are 
unnecessary and the truck is always ready to work.

• �Super elastic tires enable reliable truck performance on 
uneven floors.

• �Choice of simplex and triplex masts available: simplex 
offering a cost-effective, single-stage lifting approach for 
basic applications; triplex enabling greater lift heights, along 
with versatility for both low-clearance and high-rack 
operations.

• �Standard hook-on side shift simplifies and speeds up pallet 
handling and placement.

• �Optional fork positioner including side shift adds further 
adaptability and efficiency in handling varied loads.

• �Increased travel and lift speed option boosts materials 
handling productivity.

5

SAFETY AND ERGONOMICS
• �Familiar and intuitive controls, including conventional hydraulic 

levers, allow easy operation from day one.

• �Optional fingertip levers for hydraulics and forward/ reverse 
selection provide precise control with minimal effort or strain.

• �Seat suspension reduces vibration and helps to ensure driver 
comfort.

• �Luxury seat option maximizes ergonomics, comfort and posture 
support, to minimise fatigue and optimize driver concentration and 
performance.

• Spacious operator compartment provides freedom of movement.

• Super elastic tires further reduce vibration levels for operators.

• �Optional front window with wiper maintains clear view in rainy or 
dusty conditions.

• �Rear blue spot is projected onto floor to warn pedestrians of 
reversing truck’s approach.

• �Strobe light maximizes visibility to pedestrians and other truck 
operators, even in outdoor and low-light conditions.

• �Reverse warning buzzer provides an audible alert to help make 
nearby personnel aware of the truck’s movement.

• �Rear‑view mirror improves rearward visibility and helps operators 
stay aware of surrounding activity.

• �Li‑ion technology avoids the acid leaks and charging fumes 
common with traditional lead‑acid batteries.

EQ line counterbalance trucks are equally at home in warehouse aisles or weatherbeaten yards. 
This flexibility reduces your fleet needs and investment. Choose from three or four wheels,  
48 or 80V battery power, and capacities from 1.6 to 3.5 tons. Whatever best fits your 
application.



MORE
CONFIDENCE

Genuine OEM partsLocal service and support
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Custom financing packages

	 * At dealer’s location.
	 † �Programs may be subject to change without notice and may vary by region.  

Please ask your local Cat lift truck dealer for complete terms and conditions.

Local Support  
You Can Count On
A Cat lift truck purchase connects you to a variety 
of material handling solutions, including world-
class service and support from your local, trusted 
dealer. With factory-trained service technicians, a 
diverse parts inventory and a broad selection of 
service options, your local dealer can help you 
lower costs, enhance productivity and more 
efficiently manage your business.

FINANCING MADE SIMPLE
Financing your next Cat lift truck is easy with our wide range 
of flexible leasing and purchasing options. Whether you want 
to finance or lease, your local Cat lift truck dealer can help 
customize a package for your business.

WHEN EVERY PART COUNTS
When buying from your local Cat lift truck dealer, you can rest 
assured that your genuine OEM parts are manufactured to 
meet original equipment criteria. Additionally, all Cat lift truck 
OEM parts come with a six-month, unlimited-hours warranty.

When speed is critical, our Parts Fast Or Parts Free 
Guarantee* ensures next-business-day delivery of all Cat lift 
trucks parts, or they’re free, including freight. If your part 
doesn’t come in by the next business day, we pay for it.

STANDING BEHIND OUR PRODUCTS
We deliver peace of mind by helping your lift trucks stay 
on the job. Every new Cat lift truck is covered by a 1-year / 
2,000-hours warranty that includes parts and labor, as well 
as components and systems. With our standard 2-year / 
4,000-hours extended powertrain warranty, you’ll have the 
confidence that only comes from owning a Cat lift truck.

Factory warranty for added protection
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NOTE: �These specifications assume the use of drive axles, tires and tilt angles specified. Any modification to specifications, or any other combination of specifications made after the 
shipment of the truck, requires prior written approval from Logisnext Americas Inc. (See ANSI/ITSDF B56.1.) 

1) Depending on the type of mast  |  2) Custom design fork carriage  |  3) Cycles performed / cycles requested

Specifications
Characteristics EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

1.1 Manufacturer Cat Lift Trucks Cat Lift Trucks 1.1 Cat Lift Trucks Cat Lift Trucks Cat Lift Trucks

1.2 Manufacturer’s model designation EP16T-EQL EP20T-EQL 1.2 EP25-EQL EP30-EQL EP35-EQL

1.3 Drive: (battery, diesel, LPG, petrol) Battery Battery 1.3 Battery Battery Battery
1.4 Operator type Seated Seated 1.4 Seated Seated Seated
1.5 Load capacity Q lb kg 3,527 1,600 4,409 2,000 1.5 lb kg 5,512 2,500 6,614 3,000 7,716 3,500
1.6 Load centre distance c in mm 19.7 500 19.7 500 1.6 in mm 19.7 500 19.7 500 23.6 600
1.8 Load distance, axle to fork face x in mm 14.6 372 14.8 377 1.8 in mm 18.6 473 18.8 478 19 483
1.9 Wheelbase y in mm 53.5 1,360 58.7 1,490 1.9 in mm 64.2 1,630 66.9 1,700 69.3 1,760

Weight EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

2.1 Truck weight, without load / including battery (simplex mast, lowest lift height) lb kg 6,834 3,100 7,760 3,520 2.1 lb kg 8,378 3,800 9,436 4,280 10,780 4,890
2.2 Axle loading with maximum load, front / rear (simplex mast, lowest lift height) lb kg 9,215 / 1,146 4,180 / 520 10,825 / 1,345 4,910 / 610 2.2 lb kg 12,478 / 1,411 5,660 / 640 14,395/ 1,653 6,530 / 750 17,216 / 1,940 7,810 / 880
2.3 Axle loading without load, front / rear (simplex mast, lowest lift height) lb kg 3,285 / 3,550 1,490 / 1,610 3,748 / 4,012 1,700 / 1,820 2.3 lb kg 3,571 / 4,806 1,620 / 2,180 4,542 / 4,894 2,060 / 2,220 4,145 / 6,636 1,880 / 3,010

Wheels, Drive Train EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

3.1 Tyres: V = solid, L = pneumatic, SE = solid pneumatic - front / rear Super elastic Super elastic 3.1 Super elastic Super elastic Super elastic
3.2 Tyre dimensions, front 18 x 7-8 200 / 50-10 3.2 7.00-12-12PR 28 x 9-15-14PR 28 x 9-15-14PR
3.3 Tyre dimensions, rear 15 x 4.5/-8 15 x 4.5/-8 3.3 18×7-8-14PR 6.50-10-10PR 6.50-10-10PR
3.5 Number of wheels,  front / rear  (x = driven) 2× / 2 2× / 2 3.5 2× / 2 2× / 2 2× / 2
3.6 Track width (center of tires), front b10 in mm 35.5 902 35.5 902 3.6 in mm 38.3 973 39.5 1,004 39.5 1,004
3.7 Track width (center of tires), rear b11 in mm 7.4 187 7.4 187 3.7 in mm 37.8 960 38.7 982 38.7 982

Dimensions EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

4.1 Mast tilt, forwards / backwards ∂ / ß° 5 / 7 5 / 7 4.1 ∂ / ß° 6/10 6/10 6/10
4.2 Height with mast lowered h1 in mm 78.5 1,995 78.5 1,995 4.2 in mm 81.5 2,070 81.5 2,070 86 2,185
4.3 Free lift h2 in mm 4.9 125 4.9 125 4.3 in mm 5.3 135 5.5 140 5.7 145
4.4 Lift height h3 in mm 118.1 3,000 118.1 3,000 4.4 in mm 118.1 3,000 118.1 3,000 118.1 3,000
4.5 Overall height with mast raised h4 in mm 155.7 3,955 155.7 3,955 4.5 in mm 156.4 3,974 160.6 4,079 160.6 4,079
4.7 Height to top of overhead guard h6 in mm 82.7 2,100 82.7 2,100 4.7 in mm 86.6 2,200 86.6 2,200 86.6 2,200
4.8 Seat height h7 in mm 39.6 1,005 39.6 1,005 4.8 in mm 42.9 1,090 44.5 1,130 44.5 1,130
4.12 Tow coupling height h10 in mm 18.3 465 18.3 465 4.12 in mm 18.5 470 22.8 580 22.8 580
4.19 Overall length l1 in mm 113 2,870 124.2 3,155 4.19 in mm 139.4 3,540 145.2 3,688 150.3 3,818
4.20 Length to fork face (includes fork thickness) l2 in mm 76.8 1,950 82.1 2,085 4.20 in mm 97.2 2,470 103.1 2,618 108.2 2,748
4.21 Overall width b1 / b2 in mm 42.7 1,084 42.7 1,084 4.21 in mm 45.3 1,150 48.4 1,230 48.4 1,230
4.22 Fork dimensions (thickness, width, length) s / e / l in mm 1.4 / 3.9 / 45.3 35/100/1,150 1.6 / 3.9 / 45.3 40/100/1,150 4.22 in mm 1.6 / 4.8 / 45.3 40 / 122 / 1,150 1.8 / 4.9 / 45.3 45 / 125 / 1,150 2.0 / 4.9 / 45.3 50 / 125 / 1,150
4.24 Fork carriage width b3 in mm 40.9 1,040 40.9 1,040 4.24 in mm 40.9 1,040 43.3 1,100 43.3 1,100
4.31 Ground clearance under mast, with load m1 in mm 4.1 105 4.1 105 4.31 in mm 5.3 135 5.5 140 5.7 145
4.32 Ground clearance at center of wheelbase, with load  (forks lowered) m2 in mm 4.1 105 4.1 105 4.32 in mm 5.9 150 5.9 150 5.9 150

4.33
Working aisle width with 1000 x 1200 mm pallets, crosswise Ast in mm 128.6 3,268 134 3,403

4.33
in mm 153.7 3,903 159 4,039 163.5 4,153

Working aisle width with 800 x 1200 mm pallets, lengthwise Ast in mm 133.6 3,393 38.8 3,527 in mm 161.5 4,103 166.8 4,238 171.4 4,353
4.35 Turning circle radius Wa in mm 61.8 1,570 66.9 1,700 4.35 in mm 87.8 2,230 92.9 2,360 97.2 2,470

Performance EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

5.1 Travel speed, with / without load mph km/h 8.7 / 9.3 14 / 15 8.1 / 9.3 13 / 15 5.1 mph km/h 8.7 / 9.3 14 / 15 8.7 / 9.3 14 / 15 8.1 / 8.7 13 / 14
5.2 Lifting speed, with / without load fpm m/s 63 / 83 0.32 / 0.42 59 / 83 0.30/0.42 5.2 fpm m/s 59 / 79 0.3 / 0.4 59 / 79 0.3 / 0.4 55 / 75 0.28 / 0.38
5.3 Lowering speed, with / without load fpm m/s <118 < 0.6 <118 < 0.6 5.3 fpm m/s <118 < 0.6 <118 < 0.6 <118 < 0.6
5.5 Maximum drawbar pull, with / without load lbf N 1,911 / 1,753 8,500 / 7,800 1,979 / 1,798 8,800 / 8,000 5.5 lbf N 2,922 / 3,147 13,000 / 14,000 3,147 / 3,372 14,000 / 15,000 3,147 / 3,372 14,000 / 15,000

5.8 Maximum gradeability with / without load % 15 / 20 13 / 18 5.8 % 15/15 15/15 15/15
5.10 Service brakes (mechanical / hydraulic / electric / pneumatic) Hydraulic Hydraulic 5.10 Hydraulic Hydraulic Hydraulic

Electric Motor EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

6.1 Drive motor capacity (60 min. short duty) kW 4.5 x 2 4.5 x 2 6.1 kW 16 16 16
6.2 Lift motor output at 15% duty factor kW 8.6 8.6 6.2 kW 16 16 16
6.3 Battery to DIN 43 531 / 35 / 36  A / B / C / no Li-on Li-on 6.3 Li-on Li-on Li-on
6.4 Battery voltage V/Ah 51.2 / 206 51.2 / 206 6.4 V/Ah 76.8 / 206  76.8 / 206  76.8 / 277

Miscellaneous EP16T-EQL EP20T-EQL EP25-EQL EP30-EQL EP35-EQL

8.1 Type of drive control AC AC 8.1 AC AC AC
10.1 Maximum operating pressure for attachments bar 17.5 17.5 10.1 bar 17.5 17.5 17.5
10.2 Oil flow for attachments l/min 36 36 10.2 l/min 36 36 36
10.7 Noise level, value at operator’s ear dB(A) 73 73 10.7 dB(A) 74 74 74
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NOTE: �Also be advised that overall operating visibility may be affected by the mast configuration and mast options of your lift truck. Therefore, 
you may need to add ancillary [auxiliary] devices or modify your operating practices. Consult your dealer for further information.
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Safety Standards
These trucks meet American National Standards Institute/ Industrial Truck Standards Development Foundation, ANSI/ITSDF B56.1. Users should be aware of, and adhere to, applicable codes and 
regulations regarding operator training, use, operation and maintenance of powered industrial trucks, including:

	 • ANSI/ITSDF B56.1.
	 • NFPA 505, fire safety standard for powered industrial trucks - type designations, areas of use, maintenance, and operation.
	 • Occupational Safety and Health Administration (OSHA) regulations that may apply.

Specifications, equipment, technical data, photos and illustrations based on information at time of printing and subject to change without notice. Some products may be shown with  
optional equipment.

Call-out numbers shown in diagram correspond to the first column 
of the specifications chart.
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Note:  Equipping this model (these models) with a power 
source (e.g. Lithium-ion, Hydrogen Fuel cell, etc.) that has 
not been previously approved by the factory is considered 
a modification. Per OSHA 1910.178 and ANSI/ITSDF B56.1, 
please consult with your factory representative prior to 
installing any non-OEM power source that has not been 
previously approved.

13

m2

e

h4
h3

h1

h2

Q

c

m1

s

h12

h7

h6

l2
l1

l
x y

b1 b3 b1
0

b1
2

l6

Ast
100

100

a

h4

h3

h1 Q
c

h2
m1

m2

h10

h7

h6

s

l1
l l2

x y

a

EP16-20QT

b1 b3

e
b1

0 b1
1

b1
3

a/2 a/2

Wa

Ast

EP16-35Q(L)

m2

e

h4
h3

h1

h2

Q

c

m1

s

h12

h7

h6

l2
l1

l
x y

b1 b3 b1
0

b1
2

l6

Ast
100

100

a

h4

h3

h1 Q
c

h2
m1

m2

h10

h7

h6

s

l1
l l2

x y

a

EP16-20QT

b1 b3

e
b1

0 b1
1

b1
3

a/2 a/2

Wa

Ast

EP16-35Q(L)EP25-EP35-EQLEP16T-EP20T-EQL



© 2026 Logisnext Americas Inc. CAT, CATERPILLAR, LET’S DO THE WORK, and their respective logos “Caterpillar Corporate Yellow”, the 
“Power Edge” and Cat “Modern Hex” trade dress as well as corporate and product identity used herein are trademarks of Caterpillar used 
under license and may not be used without permission from Caterpillar.
 

Some products may be shown with optional equipment. 

CECM0400EQ                                                              						                 05/26

1-800-CAT-LIFT  |  www.loginextamericas.com/cat

Your Cat lift truck dealer can provide additional options and features to specialize your 
lift truck for your unique application. Operator training and custom financing programs 
are also available to help find the right fit for your business. 

Helping move businesses forward – that’s how we’re built.


