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Maximum Travel 
Speed Function
�Limiting maximum speed: 
Controls travel speed so the 
truck does not exceed the 
upper limit preset.

Load Indicator And 
Overload Warning 
(option)   
The load indicator displays the 
approximate weight of goods 
being lifted. A visual warning 
will alert the operator if the load 
exceeds the maximum weight 
capacity.

Auto Torque Up
The auto torque up prevents 
the forklift from any lag 
brought on by a changed 
situation; rather, it ramps up 
the torque to help ensure 
consistent performance akin 
to the forklift moving on flat 
ground.

ECO Mode Button
The ECO Mode optimizes 
forklift performance — 
including speed and power 
of execution — while saving 
energy at the same time for 
future use.

Wide Visibility
Excellent multi-directional 
visibility help ensure a wide 
field of vision.

Regeneration
Multiple regenerative functions 
enable the forklift to recover 
energy wastage.

Operator Awareness   
The orange seatbelt option 
encourages accountability and 
proper safety implementation.
The password entry option 
locks forklift operation behind a 
password. And the emergency 
stop button is free from any 
dashboard obstructions.

FB15CB-FB35CB
1,500 - 3,500 KG CAPACITY  

ELECTRIC 4- WHEEL PNEUMATIC TIRE FORKLIFT

Low Center of Gravity    
A lower center of gravity 
coupled with the deeper 
emplacement of the battery 
box provides excellent 
traveling and turning stability.



SAFETY STANDARDS
Users should be aware of, and adhere to, applicable codes and regulations regarding operator training, use, operation and maintenance of powered industrial trucks, including:
• ISO 3691-1
Specifications, equipment, technical data, photos and illustrations based on information at time of printing and subject to change without notice. Some products may be shown with optional equipment.

CHARACTERISTICS FB15CB FB18CB FB20CB FB25CB FB30CB FB35CB
1 Rated Capacity kg 1,500 1,750 2,000 2,500 3,000 3,500

2 Load Center mm 500 500 500 500 500 500

3 Motor Type AC AC AC AC AC AC

4 Operator Type Seated Seated Seated Seated Seated Seated

DIMENSIONS
5 Lift Height mm 3,000 3,000 3,000 3,000 3,000 3,000

6 Free Lift mm 115 115 145 145 140 140

7 Tilt Angle deg 7 / 11 7 / 11 7 / 11 7 / 11 7 / 11 7 / 11

8 Carriage - Class II, III mm Class II Class II Class II Class II Class III Class III

9 Fork Dimensions – T / W / L mm 35 x 100 x 1,070 35 x 100 x 1,070 45 x 100 x 1,070 45 x 100 x 1,070 45 x 122 x 1,070 45 x 122 x 1,070

10 Fork Spread (max. / min.) mm 920 / 240 920 / 240 975 / 240 975 / 240 995 / 280 995 / 280

11 Overall Length mm 3,150 3,190 3,375 3,415 3,575 3,670

12 Length To Fork Face mm 2,080 2,120 2,305 2,345 2,505 2,590

13 Overall Width mm 1,100 1,115 1,155 1,155 1,255 1,255

14 Height - Mast Lowered mm 1,990 1,990 1,995 1,995 2,015 2,115

15 Height – Mast Extended mm 4,055 4,055 4,055 4,055 4,055 4,055

16 Height of Overhead Guard mm 2,110 2,110 2,110 2,110 2,260 2,330

17 Front Overhang mm 395 395 445 445 485 490

18 Minimum Turning Radius mm 1,850 1,880 2,030 2,215 2,260 2,285

PERFORMANCE

19
Travel Speed - loaded / unloaded  

(pneumatic tire)
km/h 14.0 / 16.0 13.5 / 15.5 14.0 / 16.0 14.0 / 16.0 13.5 / 15.5 13.5 / 15.5

20
Travel Speed  - loadded / unloaded  

(no-puncture tire)
km/h 13.0 / 15.0 12.5 / 14.5 13.0 / 15.0 13.0 / 15.0 12.5 / 14.5 12.5 / 14.5

21 Lifting Speed  - loaded / unloaded mm/s 350 / 540 350 / 540 290 / 470 260 / 470 320 / 550 270 / 460

22 Lowering Speed - loaded / unloaded mm/s 500 / 470 500 / 470 480 / 440 480 / 440 450 / 450 450 / 450

23
Maximum Gradeability -  

3 min. rating, 1.5km/h +
% 19 17 19 16 16 13

WEIGHTS
24 Service Weight without battery kg 2,250 2,495 2,960 3,335 3,915 4,445

25 Service Weight with battery kg 2,920 3,165 3,780 4,190 5,070 5,600

26 Axle Loading - loaded (front / rear) kg 3,920 / 500 4,320 / 595 5,090 / 690 5,610 / 1,080 7,155 / 915 7,955 / 1,145

27 Axle Loading - unloaded (front / rear) kg 1,465 / 1,455 1,450 / 1,715 1,850 / 1,930 2,030 / 2,160 2,390 / 2,680 2,380 / 3,220

WHEELS / CHASSIS
28 Tires - number front / rear 2 / 2 2 / 2 2 / 2 2 / 2 2 / 2 2 / 2

29 Tire Size - front mm 6.00-9 Solid 21x8-9 Solid 21x8-9 Solid 21x8-9 Solid 28x9-15 Solid 28x9-15 Solid

30 Tire size - rear mm 5.00-8 Solid 5.00-8 Solid 18x7-8 Solid 18x7-8 Solid 6.50-10 Solid 6.50-10 Solid

31 Wheelbase mm 1,410 1,410 1,520 1,520 1,680 1,680

32 Tread - front mm 930 925 955 955 1,030 1,030

33 Tread - rear mm 900 900 965 965 980 980

34 Ground Clearance - at mast mm 110 110 115 115 130 130

35 Ground Clearance - at middle of wheelbase mm 110 110 110 110 120 120

36 Service Brake 2xDrum 2xDrum 2xDrum 2xDrum 2xDrum 2xDrum

37 Parking Brake Mechanical Mechanical Mechanical Mechanical Mechanical Mechanical

38 Power Steering type
Electro-hydraulic  

Power Steering

Electro-hydraulic  

Power Steering

Electro-hydraulic  

Power Steering

Electro-hydraulic  

Power Steering

Electro-hydraulic  

Power Steering

Electro-hydraulic  

Power Steering

ENGINE / TRANSMISSION
39 Battery type JIS JIS JIS JIS JIS JIS

40 Battery Voltage V/Ah 48 / 415 48 / 415 48 / 510 48 / 565 72 / 470 72 / 470

41 Drive Motor - 60 min. rating kW 7.0 7.0 8.5 8.5 11.0 11.0

42 Hydraulic Motor5 min. rating kW 9.5 9.5 11.5 11.5 15.0 15.0

43 Power Steering Motor - 60 min. rating kW 1.5 1.5 1.5 1.5 1.7 1.7

44 Motor Control AC Inverter AC Inverter AC Inverter AC Inverter AC Inverter AC Inverter



FB15CB-FB35CB

Note:  Equipping this model (these models) with a power source (e.g. Lithium-ion, Hydrogen Fuel cell, etc.) that has not been previously approved by the factory is considered a modification. Per ISO 3691-1, 
please consult with your factory representative prior to installing any non-OEM power source that has not been previously approved.



Manufactured with superior quality and exceptional value, 
Mitsubishi forklift trucks are supported by an extensive dealer and 
field support network located throughout North and South America. 
Don’t forget to ask your local Mitsubishi forklift truck dealer about 
details on factory retail programs, financing plans and additional 
options and dealer services like planned maintenance and operator 
training.

Copyright © 2026 Logisnext Americas Inc. All rights reserved. All registered trademarks are 
the property of their respective owners. 

Some products may be shown with optional equipment. 
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FB15CB-FB35CB 
1,500 - 3,500 KG CAPACITY ELECTRIC 4-WHEEL PNEUMATIC TIRE FORKLIFT

Flexible Operation

1. AC Motor
A high-output, maintenance-free AC motor delivers smooth 
driving, superb control, and powerful lifting. Ensuring consistently 
strong performance, the AC motor achieves faster acceleration 
and swifter responsiveness.

2. Travel Hydraulic Interlock
This sensitive power-severance feature disengages all movement 
if the operator is not seated in the forklift. This intelligent feature 
takes forklift safety to the next level.

3. Waterproof Class IPX4 
This higher level waterproof class is most resistant to external 
environments. Its anti-splash quality protects the forklift against 
water sprays from all directions. 3. 4.

1. 2.


